Landing Gear Product Line

**Static Load Capacity**
- Standard A400: 160,000 lbs
- Magnum 5 Year A440: 170,000 lbs
- Magnum 10 Year A450: 170,000 lbs
- Heavy Duty 10 Year H450: 200,000 lbs
- Ultralight UL500: 160,000 lbs
- Alumilight AX100: 160,000 lbs

**Lifting Capacity**
- Standard A400: 55,000 lbs
- Magnum 5 Year A440: 62,500 lbs
- Magnum 10 Year A450: 62,500 lbs
- Heavy Duty 10 Year H450: 70,000 lbs
- Ultralight UL500: 50,000 lbs
- Alumilight AX100: 55,000 lbs

**Side Load Capacity**
- Standard A400: 29,000 lbs
- Magnum 5 Year A440: 33,000 lbs
- Magnum 10 Year A450: 33,000 lbs
- Heavy Duty 10 Year H450: 33,000 lbs
- Ultralight UL500: 26,000 lbs
- Alumilight AX100: 29,000 lbs

**Grease Pkg. Rating**
- Standard A400: -12°F
- Magnum 5 Year A440: -50°F
- Magnum 10 Year A450: -50°F
- Heavy Duty 10 Year H450: Model Dependent
- Ultralight UL500: Model Dependent
- Alumilight AX100: Model Dependent

*When properly braced on a trailer

**Benefits**
- Gears Protected and No Shaft Misalignment
- Gears Will Not Wear Out
- Easy Shifting
- Transfers Crank Torque Directly Into Shaft

**High Gear 3.5 Turns/Inch**

**Low Gear 32 Turns/Inch**

Meets all TTMA & AAR Specifications

**Features**
- No External Gearbox
- All Austempered Ductile Iron Gears
- Spline Shifting
- Double "D" Crank

JOST International 1770 Hayes St., Grand Haven, MI 49417 Phone: 800-253-5105 Fax: (616) 846-0310 sales@jostinternational.com www.jostinternational.com SL-LG-001 Rev. C